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CLEARANCES
FURNACE (M2)
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CITY OF BELMONT

CLEAR WORKING SPACE

PLAN VIEW OF FURNACE ROOM
SHOWING MINIMUM ACCESS,
MINIMUM WORKING CLEARANCE
AND MINIMUM ROOM SIZE.
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MOTE:

SECTION 704, ITEM 1. EXCEPTION
REPLACEMENT FORCED-AR FURNACES OR
AR-CONOMONING COOUING COWS MAY BE
INSTALLED IN AN EXISTING CLOSET OR
ALCOVE WITH LESSER WIDTH WHEN
APPROVED 87 THE BUILDING OF FICIAL AND
PROVIDED THAT SUCH WIDTH IS IN
COMPLIANCE WITH CONDITIONS OF LISTING.

EXAMPLE OF LISTING INFORMATION

PLAN VIEW

2016
CA MECHANICAL CODE
904.2
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TABLE 904.2
CLEARANCES TO COMBUSTIBLE MATERIAL FOR UNLISTED FURNACES, BOILERS, AND AIR CONDITIONERS*
[NFPA 54: TABLE 10.3.2.2]
MINIMUM CLEARANCE (inches)
ABOVE AND SIDES TOP OF JACKET DRAFT HOOD AND SINGLE-WALL
APPLIANCE OF FURNACE BOILER SIDES AND FRONT BAROMETRIC DRAFT VENT
PLENUM REAR REGULATOR CONNECTOR

1. Automatically fired, forced air or grav-

ity system, equipped with temperature 6 6 18 6 18

limit control that is not capable of being

set to exceed 250°F.
2. Automatically fired heating boilers

stcam boilers operating not exceeding

15 pounds-force per square inch (psi) 6 6 6 18 18 18

and hot water boilers operating at

250°F or less.
3. Central heating boilers and furnaces

) 8

other than in | or 2. 18 18 18 18 18 18
4. Air-conditioning appliance. 18 18 18 18 18 18
For Sl units: | inch = 25.4 mm, °C = (°F-32)/1.8, | pound-force per square inch = 6.8947 kPa
* See Section 903.2.3 for additional requirements for air-conditioning appliances and Section 904.1 for additional requirements for central heating boilers and

furnaces.
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